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Abstract
To accelerate magnetic resonance imaging using uniformly undersampled (nonrandom) parallel
imaging beyond what is achievable with GRAPPA alone, the Denoising of Sparse Images from
GRAPPA using the Nullspace method (DESIGN) is developed. The trade-off between denoising
and smoothing the GRAPPA solution is studied for different levels of acceleration. Several brain
images reconstructed from uniformly undersampled k-space data using DESIGN are compared
against reconstructions using existing methods in terms of difference images (a qualitative
measure), PSNR, and noise amplification (g-factors) as measured using the pseudo-multiple
replica method. Effects of smoothing, including contrast loss, are studied in synthetic phantom
data. In the experiments presented, the contrast loss and spatial resolution are competitive with
existing methods. Results for several brain images demonstrate significant improvements over
GRAPPA at high acceleration factors in denoising performance with limited blurring or
smoothing artifacts. In addition, the measured g-factors suggest that DESIGN mitigates noise
amplification better than both GRAPPA and L1 SPIR-iT (the latter limited here by uniform
undersampling).
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Introduction
The time-consuming nature of image encoding in magnetic resonance imaging (MRI)
continues to inspire novel acquisition and image reconstruction techniques and technologies.
In conventional Cartesian Fourier transform-based imaging, 3-D k-space is sampled along
readout lines uniformly spaced in the phase-encode directions. To reduce the scan time,
accelerated parallel imaging uses multiple receiver coils to produce high-quality images
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without aliasing from k-space acquisitions that are undersampled in the phase-encode
directions.
To obtain superior image reconstructions from even less data than is possible with multiple
receiver coils alone, we investigate combining sparsity-promoting regularization with the
GRAPPA accelerated parallel imaging reconstruction method (1). GRAPPA directly
estimates the missing k-space lines in all the coils from the undersampled data, using a set of
specially calibrated reconstruction kernels. The proposed method uses a combination of a
weighted fidelity to the GRAPPA reconstruction, a joint sparsity penalty function, and a
data-preserving nullspace formulation. This method is designed to accommodate uniform
Cartesian sampling patterns and can be implemented with similar complexity to existing
sparsity regularization methods; in addition, this method can be easily adapted to random
Cartesian subsampling by modifying only the GRAPPA reconstruction step, although this
extension is not studied here.
Accelerated parallel imaging
Given multiple receiver coils, post-processing techniques like SENSE (2), SMASH (3),
GRAPPA, and SPIR-iT (4), synthesize un-aliased images from multi-coil undersampled
data, in either k-space or the image domain. GRAPPA and SPIR-iT acquire several
additional k-space lines, called ACS lines, to form kernels for use in reconstruction. One
important limitation of GRAPPA is the assumption of uniform undersampling. However,
GRAPPA can be extended to non-uniform Cartesian subsampling at greater computational
cost by using many kernels, one for each source/target pattern encountered. In contrast,
SPIR-iT easily accommodates non-uniform sampling patterns, since SPIR-iT uses the kernel
to enforce consistency between any point in k-space and its neighborhood of k-space points,
both acquired and unknown. All these methods successfully reconstruct diagnostically
useful images from undersampled data; however, at higher acceleration factors, GRAPPA
tends to fail due to noise amplification or incompletely resolved aliasing. Due to its indirect
formulation, SPIR-iT is more computationally intensive than GRAPPA for uniform
undersampling.
Sparsity-enforcing regularization of parallel imaging
Since a wide variety of MR images are approximately sparse (5), the compressed sensing
(CS) (6–8) framework is a reasonable alternative for recovering high-quality images from
undersampled k-space. However, remaining faithful to uniform undersampling destroys the
incoherent sampling (with respect to the sparse transform domain) useful for CS. Applying
CS or methods combining parallel imaging and CS like L1 SPIR-iT (9,10) to uniformly
undersampled data results in images with noticeable coherent aliasing artifacts. Since the
noise amplified by parallel imaging methods like GRAPPA remains unstructured in the
sparse transform domain regardless of the k-space sampling pattern, sparsity-enforcing
regularization nevertheless can improve image quality in the uniformly undersampled case
via denoising. This combination of GRAPPA and sparsity-based denoising remains not fully
explored. This work, of which a preliminary account is presented in (11), succeeds CS-
GRAPPA (12), L1 SPIR-iT, CS-SENSE (13), and other joint optimization approaches. It
combines GRAPPA with sparsity regularization to enable quality reconstructions from scans
with greater acceleration where noise amplification dominates the reconstruction error.
CS-GRAPPA, CS-SENSE, and L1 SPIR-iT all combine parallel imaging methods
(GRAPPA, SENSE, and SPIR-iT) with compressed sensing, but each differs from the
proposed method (beyond undersampling strategies). CS-GRAPPA combines CS and
GRAPPA, alternatingly applying GRAPPA and CS reconstructions to fill the missing k-
space lines; the iterative structure of this method may limit the synergy between sparsity and
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multiple coils. CS-SENSE sequentially applies CS to each aliased coil image and combines
the CS results using SENSE; like SENSE, CS-SENSE is highly sensitive to the quality of
the estimates of the coil sensitivity profiles. L1 SPIR-iT is the most similar to the proposed
method, as it jointly optimizes both for sparsity and for fidelity to a parallel imaging
solution. However, L1 SPIR-iT iteratively applies the SPIR-iT kernel, updating the k-space
data for consistency instead of filling in the missing k-space data directly. The presented
algorithm uses a direct GRAPPA reconstruction and applies sparsity as a post-processing
method for denoising.
The proposed method—Denoising Sparse Images from GRAPPA using the Nullspace
method (DESIGN)—jointly optimizes a GRAPPA fidelity penalty and simultaneous sparsity
of the coil images while preserving the data by optimizing in the nullspace of the data
observation matrix. The effects of adjusting the tuning parameter balancing sparsity and
GRAPPA fidelity are evaluated. The resulting algorithm is compared against GRAPPA
alone and other denoising methods, to measure the additional improvement possible from
combining these accelerated image reconstruction techniques, as well as against L1 SPIR-iT,
the prevailing method combining parallel imaging and CS (albeit here with uniform
undersampling).
Theory
GRAPPA—In this work, we assume that the 3-D acquisition is accelerated in only the
phase-encode directions, so the volume can be divided into 2-D slices in the readout
direction and each slice reconstructed separately. Thus, GRAPPA and SPIR-iT are presented
for 2-D accelerated data with 2-D calibration data; this formulation follows the “hybrid
space CCDD method” with “independent calibration” discussed in (14); other formulations
are certainly possible.
For a given slice, denote the 2-D k-space value at frequency (ky,kz) encoded by the pth coil
as yp(ky,kz), the frequency spacing corresponding to full field-of-view (FOV) sampling
(Δky, Δkz), the number of coils P, and the size of the correlation kernel (By,Bz). In
GRAPPA, the missing data is recovered using
[1]
where the kernel coefficients  are computed from a least-squares fit using the
ACS lines in that slice. Let M and N represent the number of acquired and full k-space data
points in a coil slice, respectively; the M × P matrix D is the acquired data for all the coils,
and the N × P matrix Y is the full k-space for all the coils. Collecting the GRAPPA
reconstruction equations for the full k-space yields the full k-space reconstruction YGRAPPA
= G(D), where G is a linear system that can be implemented efficiently using convolutions.
SPIR-iT—SPIR-iT uses a different kernel to form consistency equations for each point in
the full k-space with its neighbors and organizes the resulting consistency equations into the
linear system Y = GS(Y); the complete derivation of the consistency kernel coefficients can
be found in (4). SPIR-iT minimizes the ℓ2 consistency error using the constrained
optimization problem
[2]
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where K is the M × N subsampling matrix selecting the observed k-space data points, ‖·‖F is
the Frobenius norm, and ε constrains the allowed deviation from the data. When preserving
the acquired data exactly (setting ε = 0 above), the SPIR-iT optimization problem is
conveniently expressed in the nullspace of the subsampling matrix K (15). Let Kc represent
the (N−M) × N subsampling matrix selecting the missing k-space. The range of [KT,(Kc)T]
is RN, and each row of Kc is in the nullspace of K. Thus, if the missing k-space data X =
KcY, then Y = KTD + (Kc)TX is a nullspace decomposition of Y. When the data is
preserved with equality, the SPIR-iT optimization problem becomes
[3]
Augmenting the SPIR-iT optimization problem with the hybrid ℓ 2,1 norm of the sparsifying
transform of the coil images and utilizing random undersampling of k-space yields the L1
SPIR-iT method. Denote the regularization parameter λ, the sparsifying transform Ψ, and
the inverse discrete Fourier transform F−1; then the above optimization problem becomes
[4]
DESIGN: combining GRAPPA and sparsity—To regularize GRAPPA with sparsity,
the objective function consists of a least-squares term to favor fidelity to the GRAPPA k-
space result and a function to promote simultaneous sparsity across the coil images in the
sparse transform domain. Using the notation G(D) to denote the GRAPPA-reconstructed full
k-space, λ for the tuning parameter trading off fidelity to the GRAPPA solution for sparsity,
‖·‖s for the simultaneous sparsity penalty function, we have
[5]
Denote the sparse transform representation of a single vector w. To construct the
simultaneous sparsity penalty function on the sparse transform matrix W, we first consider a
single vector w and a separable approximation to the ℓ0 “norm”  For example,
s(wn) = |wn| for the ℓ 1 norm in (6,8), s(wn) = |wn|p for the ℓp (p < 1) penalty in (16), or s(wn)
= log(1+|wn|2) for the Cauchy penalty function (17). In this paper, the ℓ1 norm is chosen due
to its convexity and suitability for approximately sparse signals. Now, let W represent the
sparse transform coefficients for a collection of vectors Y; W = ΨF−1Y. To extend this
sparsity penalty function to simultaneous sparsity across coil images, we consider s(wn)
applied to the ℓ2 norm of the vector of sparse transform coefficients [Wn,1, …, Wn,P]:
[6]
By enforcing simultaneous sparsity across the magnitudes of the sparse representations of all
the coil images, we target the sparsity inherent in the combined image.
The GRAPPA reconstruction operations in k-space non-uniformly amplify the additive
noise in the image domain. Coupled with correlation across channels, the GRAPPA
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reconstruction noise power varies in each voxel and across coils, so we replace the
GRAPPA fidelity term with a weighted ℓ 2 norm. Here, we weight the deviation from the
GRAPPA result for each voxel in each coil by its contribution to the final combined image,
with the notion that voxels with B1− attenuation (due to the receive coils’ sensitivities) or
more noise amplification (due to GRAPPA) should be allowed to deviate more and
contribute less to the final image. The multi-channel reconstructed images are combined as a
post-processing step using per-voxel linear coil-combination weights C that are computed
from an estimate of the coil sensitivity profiles. Due to the known smoothness of coil
sensitivity profiles, this estimate is computed from low-resolution data. If the ACS lines are
situated at the center of k-space (as is the case for the datasets evaluated in this paper), this
calibration data is suitable for estimating the coil sensitivity profiles due to the known
smoothness of those profiles. Otherwise, a sum-of-squares combination of the reconstructed
coil images can be performed and the GRAPPA fidelity term is reweighted by just the coil
noise covariance. Based on the formulation of the multi-channel SNR equation in (18) and
SENSE, the coil combination weights are computed to be "signal normalized," i.e. the gain
is unity. In particular, we employ the weights that combine the data across channels such
that the resulting SNR is optimized (if the sensitivities are exact):
[7]
where [·]H is the conjugate transpose, Sp(x,y,z) are the coil sensitivity estimates, and Λ is the
measured coil noise covariance matrix. Each voxel of the combined image is formed by
multiplying the vector [C1(x,y,z), …, CP(x,y,z)] by the stacked vector of the corresponding
pixel in all of the coil images. This combination corresponds to performing SENSE on un-
accelerated data with low-resolution coil sensitivity estimates. Using these coil combination
weights, DESIGN becomes
[8]
While not investigated here, one could also substitute analytical GRAPPA per-coil g-factors
(based on the kernel) for the coil combination weights. However, the coil combination
weights may already be available, as we use them to combine the full reconstructed k-space
into a single combined image.
In order to solve this optimization problem, we first convert it to an unconstrained form
using the aforementioned nullspace method:
[9]
The iteratively reweighted least squares (IRLS) method used in (19,20) is applied in
conjunction with least-squares solver LSMR (21), available online at
http://www.stanford.edu/group/SOL/software/lsmr.html. The IRLS method transforms the
above problem into a succession of least-squares ones:
[10]
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where the diagonal matrix [Δ(X)]n,n = ∂s(wn)/∂wn /wn for wn = ‖Wn,:‖2, and W =
ΨF−1(KTD+(Kc)TX); using this choice of reweighting matrix with IRLS is equivalent to
using half-quadratic minimization (22–24). The gradient (or when s(·) is not differentiable,
the sub-gradient) of the objective function is
[11]
where [·]* is the element-wise complex conjugate. Setting the gradient equal to zero yields
the linear system AHAx = AHb, where x = vec(X), diag(·) constructs a diagonal matrix from
a vector, ⊗ is the Kronecker product, and
[12]
The IRLS method consists of fixing the diagonal weight matrix, solving the resulting linear
system using LSMR, re-computing the weight matrix for the new vector x, and repeating
until convergence. Solving the normal equations AHAx = AHb using LSMR only requires
that the matrix-vector multiplications Ax and AHy be efficient to compute for arbitrary
vectors x and y.
Design choices
Before applying DESIGN denoising, a couple important design choices must be considered.
Based on the class of images, an appropriate sparsifying transform must be chosen.
Empirical evidence presented in (5) suggests that a wavelet or finite-differences transform
yields approximately sparse representations for many types of MRI data, including brain
images. Multi-scale multi-orientation transforms like the curvelet (25), contourlet (26), or
shearlet (27) may improve sparsity; however, the extension of DESIGN to overcomplete
transforms is not discussed here. In addition, the optimal choice of tuning parameter should
be determined, based on the expected noise amplification and sparsity of the desired image.
Methods
In practical applications of DESIGN, data is acquired using a uniform subsampling of
Cartesian k-space. A small set of ACS lines are acquired and are used to compute the 3×3
GRAPPA kernel (the 2-D kernel is the size of three neighboring k-space blocks in each
direction), to generate coil combination weights, and to include as known data in the
reconstruction. Before computing the sensitivity profiles, the ACS lines are apodized using a
Blackman window that reduces the effects of low-resolution blurring on the profile
estimates. The noise covariance matrix Λ is measured via a noise-only acquisition (no RF
excitation) collected before the main acquisition; the noise covariance matrix is computed
using the sample covariance across the coils of all the k-space samples.
Once the data is acquired, slices orthogonal to the readout direction are reconstructed
individually using GRAPPA and the DESIGN algorithm, using design parameters
appropriate for the acquisition. The optimization problem is solved using IRLS, combined
with LSMR for inverting linear systems. Pseudocode for the complete algorithm is shown in
Table 1. Each inner iteration of LSMR requires 2P FFT's, P fast sparsifying transforms, and
its transpose, as well as multiplication by diagonal weight matrices and subsampling
matrices. Although b (on the right side of the normal equation) only needs to be re-
computed when the weight matrix changes, computing b has similar complexity. Thus, the
overall algorithm's complexity is comparable to existing sparsity-based denoising methods.
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Since the time-consuming operations (FFT, wavelet, etc.) can be parallelized on a GPU, an
efficient implementation suitable for practical use is possible.
For the experiments that follow, several full-FOV 3-D datasets are acquired using un-
accelerated sequences on Siemens Tim Trio 3 T systems (Siemens Healthcare, Erlangen,
Germany) with the vendor 32-channel head-coil array. Two T1-weighted MPRAGE’s (both
256×256×176 sagittal, 1.0 mm isotropic) and a T2-weighted TSE (264×256×23 axial,
0.75×0.78×5 mm) all were collected, with acquisition times of 8, 8, and 4 minutes,
respectively. From each of these datasets, a 2-D axial slice is extracted (and for the first two
datasets, cropped); sum-of-squares combinations of these cropped images are used as the
ground-truth. Slices from these three datasets and a synthetic phantom for studying contrast
loss, are shown in Figure 1. Multiple channels were generated for the synthetic data using
the Biot-Savart B1 simulator written by Prof. Fa-Hsuan Lin available online at
http://www.nmr.mgh.harvard.edu/~fhlin/tool_b1.htm. To generate the reduced-FOV data,
each slice is undersampled in both directions in k-space. A 36×36 block (not undersampled)
at the center of k-space is retained as the ACS lines used in the reconstructions; the total
(effective) acceleration R accounts for this additional block of data. Based on empirical
results in the literature (5), a four-level ‘9-7’ wavelet transform (DWT) is selected as an
appropriate sparsifying transform for these images. This data is processed using the different
reconstruction and denoising algorithms implemented in MATLAB. Each reconstructed
image is evaluated qualitatively by generating a difference image and quantitatively by
computing the peak-signal-to-noise ratio (PSNR):
[13]
Both the difference images and the PSNR are computed from magnitude images. As PSNR
does not account for the importance of specific image features or the preservation of certain
anomalies like tumors, the included difference images are used to understand the algorithms’
relative performances.
Optimizing the tuning parameter
In order to denoise a dataset using DESIGN, one must select a value of λ that achieves the
desired trade-off between GRAPPA fidelity and sparsity. The sparsity penalty can be viewed
as regularization, as it denoises the GRAPPA reconstruction. In this experiment, the effect
of varying λ is studied for a single dataset and different acceleration factors. As tuning
parameter selection is common to many regularization problems, inspiration for choosing an
appropriate value can be drawn from the literature, including cross-validation for the lasso
(28) or reference image-based L-curve selection for parallel imaging (29). Since the noise
amplification of GRAPPA, and accelerated parallel imaging in general, is tied to the
undersampling factor, the noise in the data, and the sparsity of the image, the choice of
tuning parameter, λ, varies from image to image and acquisition to acquisition. For each
acceleration, DESIGN is run for a coarse range of λ from 10a, for a = −5, −4, …, 5, and 6,
and repeated for densely-spaced λ around the optimal coarse value to determine the best
value. The optimal choice of λ is determined for each dataset independently in the
performance comparisons to follow.
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Performance comparisons
To evaluate the performance of DESIGN, the implementation using the DWT (4-level 9-7
wavelet) sparsifying transform with the ℓ 1 norm is compared against GRAPPA, GRAPPA
with multichannel adaptive Wiener filter-based denoising, and L1 SPIR-iT (admittedly
limited by uniform undersampling). The multichannel Wiener filter-based denoising is
approximated by (i) estimating a global noise variance on the combined image using median
absolute deviation (30), (ii) estimating the local signal mean and variance for each pixel of
the combined image, (iii) generating signal and noise covariances across coils using low-
resolution coil sensitivities estimated from the ACS lines, and (iv) denoising each pixel of
the uncombined data using the resulting multichannel Wiener filter. The implementation of
L1 SPIR-iT used in this paper is developed in (10), which is available online at
http://www.cs.berkeley.edu/~mjmurphy/l1spirit.html. Various sizes of the SPIR-iT kernel
are simulated, but little difference is observed between them; a 7×7 kernel (SPIR-iT kernel
size refers to k-space points, not blocks) is used here. These performance experiments are
repeated for various accelerations for a representative slice from each dataset. For L1 SPIR-
iT, the regularization parameter λ is chosen for each acceleration factor via the same
parameter sweep approach as for DESIGN for each dataset.
Eliminating noise covariance estimation
To study the potential for eliminating the requirement of estimating Λ from an additional
noise-only acquisition, which requires additional time, the performance comparisons for
moderate levels of uniform undersampling shown in Figure 4 are repeated for the slices of
the three human datasets used previously, substituting the identity matrix for the measured
noise covariance matrices. This approximation affects the coil combination weights,
reweighting both the GRAPPA fidelity term of the DESIGN algorithm and the contributions
of the reconstructed coil images to the combined image.
Noise amplification and geometry factors
Geometry factors (g-factors) describe the noise amplification of a reconstruction method due
to the geometry of the coils beyond the factor of √R loss of SNR due to undersampling k-
space (2). For a linear algorithm like GRAPPA or SENSE, the noise amplification should
also be linear, so the g-factors only depend on the sampling pattern/acceleration factor. Also,
the g-factors can be computed analytically for GRAPPA, as is done in (31). For nonlinear
algorithms, the SNR loss depends on the input noise level, so g-factors are valid only in a
small range around that noise level. Note that while the PSNR is sensitive to most sources of
error, including blurring and aliasing, g-factors are only indicative of noise amplification in
the reconstruction. To compute the g-factors for GRAPPA, GRAPPA with multichannel
adaptive Wiener filter-based denoising, L1 SPIR-iT, and DESIGN, 400 Monte Carlo trials
are used. The noise amplifications from each simulation are averaged, and the resulting
values are combined across coils using the coil combination weights used to form the
combined image. The parameters for each of the reconstruction algorithms are identical to
those used in the preceding performance evaluations. In each trial, zero-mean additive white
complex-valued Gaussian noise is added to the k-space data before performing
reconstructions; the noise covariance ΛAWGN is chosen to be the same as the noise
covariance matrix Λ observed for the acquisition. This method for computing g-factors is
described in (32).
Oversmoothing and loss of contrast
When denoising images, one must be careful not to oversmooth, as the reduction of contrast
or resolution can hide important features. To explore the impact of DESIGN denoising on
tissue contrast, a synthetic 32-channel contrast phantom (based on the phantom described in
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(33)) is generated, complex Gaussian noise is added, and the various reconstruction and
denoising methods are compared on R = 12.1 uniform undersampled data from this phantom
using the noise-free magnitude image as ground truth. This experiment is carried out for
noise with 0.25% and 0.1% standard deviation (before amplification due to undersampling),
to depict the extent of contrast loss at different noise levels. Parameter sweeps for λ are
carried out for both DESIGN and L1 SPIR-iT in each experiment.
Results
Several experiments are performed exploring design choices and comparing DESIGN to
existing methods.
Optimizing the tuning parameter
For DESIGN, the optimal choice of λ is expected to increase with R since the noise
amplification due to GRAPPA and undersampling worsens with greater acceleration. In
Figure 2, a representative region in DESIGN reconstructions of a slice of the first T1-
weighted MPRAGE dataset depict the trend in denoising and oversmoothing as λ increases,
with optimal values of λ generally increasing at higher accelerations. The noise present in
the leftmost column and the oversmoothing in the rightmost column together demonstrate
the significance of tuning parameter selection in obtaining desirable results.
Performance comparisons
Results and difference images using GRAPPA, GRAPPA with multichannel adaptive local
Wiener filter-based denoising, L1 SPIR-iT, and DESIGN denoising are shown for
representative slices of all three datasets in Figures 3–5 for increasing levels of uniform
undersampling (see the figures for the total accelerations R of the three datasets),
respectively. The magnitude image PSNR values for these different reconstruction methods
are plotted as a function of R in Figure 6 for each of these images, over a broad range of
total accelerations.
Several trends are evident from the images and plots. First, the noise power in the GRAPPA
result increases significantly as R increases. As expected, the PSNR gain from denoising is
more evident at higher accelerations. In addition, the noise amplification in L1 SPIR-iT
appears to increase far more slowly than with GRAPPA, so using the SPIR-iT parallel
imaging result in place of the GRAPPA result may yield improved performance at high
accelerations with only the additional computational cost up front to compute the SPIR-iT
result. However, unlike GRAPPA, the L1 SPIR-iT result appears far worse at un-aliasing
without the help of random undersampling, as coherent aliasing is clearly visible in
magnitude and difference images for the last two datasets in Figures 4 and 5. PSNR is
insensitive to this aliasing since the effects are localized in the image. Blotches are clearly
visible in the multichannel Wiener filter-denoised results; both L1 SPIR-iT and DESIGN
denoising produce more consistent images. The multichannel Wiener filter also appears in
Figure 5 to hit its limit in denoising capability at very high accelerations. Finally, the
evidence of similar levels of improvement from denoising using DESIGN over GRAPPA
alone in each of the three datasets supports the broad applicability of the proposed method,
at least for anatomical brain images.
Eliminating noise covariance estimation
Using the identity matrix in place of the measured noise covariance matrix, DESIGN is
compared for moderately undersampled data against GRAPPA, GRAPPA with multichannel
Wiener filter denoising, and L1 SPIR-iT in Figure 7 as is done in the previous performance
comparisons. The ability of DESIGN to improve upon the GRAPPA reconstructions for
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these three datasets appears hampered by using an identity matrix in place of the measured
noise covariance matrix. In most cases, the images denoised with DESIGN still appear
preferable to both GRAPPA alone or with multichannel Wiener filtering, reducing noise and
producing few artifacts. Thus, if the measured noise covariance matrix is not available, the
DESIGN method may still be used, to suboptimal results.
Noise amplification
To further understand the denoising capabilities of DESIGN, the retained SNR (1/√R/g-
factors) is shown for the first dataset with ΛAWGN = Λ in Figure 8. GRAPPA, multichannel
adaptive Wiener filter-based denoising, L1 SPIR-iT, and DESIGN denoising are displayed
below the reconstructed images reproduced from Figure 4, using exactly the same
parameters as in the preceding performance comparisons, for R = 10.5. The substantially
lower noise amplification present in the DESIGN result confirms the noise suppression from
regularizing the GRAPPA result with sparsity; the noise suppression from DESIGN far
exceeds that of the conventional denoising method based on multichannel local Wiener
filtering. Due to the nonlinearity of the DESIGN algorithm, these results would be expected
to change when the added noise power described by ΛAWGN is varied. The present
implementation of L1 SPIR-iT does not appear to mitigate noise amplification nearly as
much as DESIGN does for this acceleration factor. Thus, DESIGN may be combined with
L1 SPIR-iT in situations when noise suppression is a priority. More study is needed to
understand this apparent advantage.
Contrast loss and oversmoothing
The apparent downside of denoising using a method like DESIGN is the smoothing or
blurring that results from aggressively employing a sparsity-based penalty; this blurring can
reduce both contrast and spatial resolution. To quantify the loss of contrast due to denoising,
we process the synthetic contrast phantom at two different noise levels and identify the
circular contrast regions lost in the noise in the reconstruction. Upon visual inspection, we
observe from Figure 9 that despite many of the contrast regions being lost in the noise in the
GRAPPA reconstructions for both noise levels, those contrast regions are visible in the
denoised DESIGN result. At the 0.25% noise level, the contrast of the central circles in the
bottom row diminishes from ±10% to ±8%. At the 0.1% noise level, the contrast decreases
to ±9%. Thus, contrast degradation does not appear to be significant at these noise levels.
Discussion
The primary design choices left to the user involve selecting an appropriate sparsifying
transform and choosing the value of the tuning parameter. Throughout this paper, we
achieve reasonable results using a four-level ‘9-7’ DWT; although not specifically tuned for
brain images, a different transform may be necessary to apply DESIGN successfully to other
types of data. The first experiment depicts the effect of choosing different values for the
tuning parameter λ on DESIGN. As the primary design choice left to the user, the tuning
parameter may be selected via either a parameter sweep, as is done in this paper, or a
method like cross-validation.
The images depicting the results of reconstruction using DESIGN demonstrate that the
proposed method mitigates noise amplification due to both undersampling and GRAPPA,
improving PSNR and supporting the notion of sparsity-enforcing regularization as an
effective denoising method. However, improvements in PSNR, like mean-squared error, are
not indicative of improved diagnostic quality, and care must be taken to avoid
oversmoothing. The included visual comparisons suggest that the DESIGN denoising
method may be beneficial at moderately high accelerations, especially at a field strength of 3
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T with a receive coil array with 32 channels. In addition, despite the sparsity regularization
component of the joint optimization method, the algorithm functions properly with uniform
undersampling, relying on GRAPPA to mitigate the aliasing; this feature obviates the need
to dramatically redesign pulse sequences used for acquisition; existing noisy GRAPPA
reconstructions may be improved by post-processing with this method.
However, the oversmoothing observed at very high accelerations suggests that this method
may not be suitable for generating diagnostically useful images with extreme
undersampling. The results from simulations involving synthetic 1.5 T data (with SNR
degraded by added noise and gray/white matter contrast reduced according to T1 values
from (34)) are depicted in supplemental Figure S1. The reduction in image quality across all
methods suggests that the feasible range of acceleration with this method is not as great as
for 3 T; similar degradation is probable when far fewer coil channels are available. In
addition, fewer channels reduces the ability of GRAPPA to resolve aliasing at high
accelerations, and residual aliasing may remain in images denoised using DESIGN, reducing
the proposed method’s utility at high accelerations. Further study is required to understand
the limits of DESIGN in terms of aliasing and SNR loss from using 12- or 16-channel
systems, and lower acceleration factors may be necessary with such systems.
The analysis using a synthetic contrast phantom supports that although DESIGN blurs low-
contrast elements slightly, the degradation is not significant. Analyses of effective resolution
conducted using both synthetic (based on the phantom described in (33)) and real Siemens
multipurpose resolution phantoms are depicted in supplemental Figures S2–S4. Although
the reconstructed image quality varies significantly among methods, the effective resolutions
estimated using the full width at half maximum (FWHM) of horizontal and vertical cuts of
the 2-D point-spread function (PSF) are all on the order of one voxel. However, this analysis
is limited to simple features and relatively low noise levels and does not predict the contrast
or texture degradation or loss of resolution that would result with applying DESIGN to
denoise human images acquired at high accelerations; such oversmoothing may hinder the
isolation of small features or low-contrast regions. Further tests on images with pathologies
are necessary before the effects of oversmoothing can be ascertained definitively.
DESIGN denoising exhibits several distinctive characteristics when compared to L1 SPIR-
iT, the state-of-the-art method for combining compressed sensing and parallel imaging.
First, when random undersampling is not possible, GRAPPA, and hence DESIGN, is far
more effective at mitigating coherent aliasing than the underlying SPIR-iT approach; these
artifacts are clear in several instances at high accelerations. Furthermore, according to the
retained SNR maps, DESIGN is much more effective at denoising than L1 SPIR-iT,
ignoring the uniform sampling constraint. Moreover, not having to convolve the SPIR-iT (or
GRAPPA) kernel with the k-space data in every iteration simplifies the implementation of
the algorithm. In situations where random undersampling is used, DESIGN can denoise the
L1 SPIR-iT result, mitigating SNR loss at high accelerations.
In conclusion, the proposed method successfully combines GRAPPA and sparsity-based
denoising. Adjusting the framework to accommodate non-uniform or non-Cartesian
sampling patterns, using SPIR-iT or another non-uniform GRAPPA-like operator, and/or
gridding techniques, would enable applicability to a greater number of acquisition schemes,
including radial and spiral trajectories. In addition, the proposed algorithm can benefit
greatly from implementation on a GPU, since the dominant computational operations (FFT
and DWT) are all highly parallelizable. Such an implementation would enable cost-effective
real-world application on clinical scanners. Further work includes testing DESIGN
denoising on a variety of other types of MR images, carefully examining the effect of
denoising on low-contrast anomalies like small tumors or lesions, and exploring more
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sophisticated sparsifying transforms or penalty functions suggested by a Bayesian analysis
of the image denoising problem.
Supplementary Material
Refer to Web version on PubMed Central for supplementary material.
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A matrix uppercase “a”
b vector lowercase “bee”
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Δ Greek matrix uppercase “delta”
ε Greek lowercase “epsilon”
F matrix uppercase “ef”
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I matrix uppercase “i"
K matrix uppercase “kay”
ℓ script lowercase “el”
Λ Greek matrix uppercase “lambda”
λ Greek lowercase “lambda”
Ψ Greek matrix uppercase “Psi”
W matrix uppercase “double u”
w vector lowercase “double-u”
X matrix uppercase “ex”
x vector lowercase “ex”
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Figure 1.
Sum-of-squares magnitude images of 2-D axial slices from three fully sampled brain (T1-
weighted, normalized; T1-weighted, normalized; and T2-weighted, un-normalized) datasets,
and a synthetic noise-free contrast phantom. These images are used as reference images
(ground truth) for the difference images and magnitude-PSNR calculations shown
throughout this paper.
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Figure 2.
DESIGN denoising results and difference images as λ increases, for the ℓ1 norm with (a) R =
8.7, (b) R = 10.5, and (c) R = 12.0 uniform undersampling, all with the four-level ‘9-7’
DWT. The value of λ increases from left to right, and the results for the PSNR-optimal
choice of λ for this dataset is shown in the center column. When λ is small, DESIGN
resembles GRAPPA, and as λ increases, denoising and smoothing affect the result more
noticeably. At high acceleration, these results suggest choosing a value of λ that denoises
without excessive blurring becomes more challenging.
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Figure 3.
Performance comparisons with R = 8.7, 8.6, and 9.9 uniform undersampling, respectively
for these three datasets. For the representative slices from each dataset, the magnitude and
difference images of a representative region are shown, along with PSNR, for (a) GRAPPA,
(b) GRAPPA with multichannel adaptive local Wiener-filter-based denoising, (c) L1 SPIR-
iT, and (d) DESIGN denoising. The PSNR-optimal choices of λ are shown for both L1
SPIR-iT and DESIGN. Note that L1 SPIR-iT is limited here by uniform undersampling.
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Figure 4.
Performance comparisons with R = 10.5, 10.5, and 12.4 uniform undersampling, for these
three datasets, respectively. For the representative slices from each dataset, the magnitude
and difference images of a representative region are shown, along with PSNR, for (a)
GRAPPA, (b) GRAPPA with multichannel adaptive local Wiener-filter-based denoising, (c)
L1 SPIR-iT, and (d) DESIGN denoising. The PSNR-optimal choices of λ are shown for
both L1 SPIR-iT and DESIGN. Note that L1 SPIR-iT is limited here by uniform
undersampling.
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Figure 5.
Performance comparisons with R = 12, 12.1, and 14.6 uniform undersampling, respectively
for these three datasets. For the representative slices from each dataset, the magnitude and
difference images of a representative region are shown, along with PSNR, for (a) GRAPPA,
(b) GRAPPA with multichannel adaptive local Wiener-filter-based denoising, (c) L1 SPIR-
iT, and (d) DESIGN denoising. The PSNR-optimal choices of λ are shown for both L1
SPIR-iT and DESIGN. Note that L1 SPIR-iT is limited here by uniform undersampling.
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Figure 6.
Magnitude image PSNRs plotted vs. total acceleration R for representative slices of (a–b)
two T1-weighted MPRAGE datasets and (c) the T2-weighted TSE dataset for GRAPPA,
GRAPPA with multichannel adaptive local Wiener filter-based denoising, L1 SPIR-iT, and
DESIGN denoising. The inset regions display the PSNR trends for smaller R, where the
methods’ performances are more similar. Note that L1 SPIR-iT is limited here by uniform
undersampling. For a given acceleration, the tuning parameter is determined for each dataset
individually.
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Figure 7.
Performance comparisons with R = 10.5, 10.5, and 12.4 uniform undersampling, for these
three datasets, respectively, repeated using the identity matrix in place of the measured noise
covariance. For the representative slices from each dataset, the magnitude and difference
images of a representative region are shown, along with PSNR, for (a) GRAPPA, (b)
GRAPPA with multichannel adaptive local Wiener-filter-based denoising, (c) L1 SPIR-iT,
and (d) DESIGN denoising. The choices of λ were established based on coarse, then fine,
parameter sweeps for each dataset independently.
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Figure 8.
The retained SNR in dB is compared across (a) GRAPPA, (b) GRAPPA with multichannel
adaptive local Wiener filter-based denoising, (c) L1 SPIR-iT, and (d) DESIGN denoising
using the first dataset and the pseudo-multiple replica method with 400 Monte Carlo trials,
for the four-level ‘9-7’ DWT with R = 10.5 uniform undersampling. The mean and
minimum retained SNR correspond to the average and minimum gain/attenuation over the
image, excluding the region without signal. The corresponding magnitude images for these
reconstructions from Figure 4 are shown above for reference. The retained SNR maps are
plotted on the same color scale to facilitate comparison.
Weller et al. Page 22
Magn Reson Med. Author manuscript; available in PMC 2013 October 01.
N
IH
-PA Author M
anuscript
N
IH
-PA Author M
anuscript
N
IH
-PA Author M
anuscript
Figure 9.
Synthetic 32-channel contrast phantom, with 0.25% and 0.1% complex Gaussian noise
added, R = 12.1 uniformly undersampled, and reconstructed using (a) GRAPPA, (b)
GRAPPA with multichannel adaptive local Wiener filter-based denoising, (c) L1 SPIR-iT,
and (d) DESIGN denoising, with a four-level ‘9-7’ DWT sparsifying transform. The
magnitude difference images shown and the PSNR are relative to the original noise-free
synthetic image.
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Table 1
Pseudocode for proposed method, DESIGN.
1 Estimate coil sensitivities from low-resolution data, and compute C.
2 Compute GRAPPA kernel and run GRAPPA reconstruction on data D to yield result G(D).
3 Initialization:
X ← initial guess (possibly from GRAPPA result or previous run of method).
4
wn ← Ψn,:F−1(KTD + (Kc)TX) 2, Δ n,n ← 1w
n
∂s(w
n
)
∂w
n
5
A =
diag(vec(C))
λ(IP×P⊗Δ 12Ψ) IP×P⊗F−1(Kc)T, b =
vec(C · F−1(G(D) − KTD))
− λ vec(Δ 12ΨF−1KTD) , X ← LSMR(A, b)
6 Repeat steps 4–5 until convergence.
7 Full k-space result: Y ← KTD + (Kc)T X.
8
Combined image: I ← ∑p=1P C · F−1Y :,p.
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